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JETSTORM JS4000 and JS6000 Release

JS6000
JETSTORM 
PRESSURE WASHER
420 BAR/6100 PSI

JS6000 JETSTORM - PRESSURE 
WASHER HOSE

COUPLING SERIES 
T2000

ONE PIECE
PART NO HOSE SIZE

NOMINAL
HOSE ID

NOMINAL
HOSE OD

MAXIMUM 
WORKING 

PRESSURE

MINIMUM 
BURST 

PRESSURE

MINIMUM 
BEND 

RADIUS
AVERAGE 
WEIGHT

Hose DN Dash mm inch mm inch bar psi bar psi mm inch kg/m lb/ft NON-SKIVE
JS6004 6 -04 6,3 1/4 13,2 0.52 420 6100 1260 18300 50 2.0 0,28 0.19 T2000
JS6005 8 -05 7,9 5/16 14,6 0.57 420 6100 1260 18300 55 2.2 0,34 0.23 T2000
JS6006 10 -06 9,5 3/8 16,6 0.65 420 6100 1260 18300 65 2.6 0,41 0.28 T2000
JS6008 12 -08 12,7 1/2 19,6 0.77 420 6100 1260 18300 90 3.6 0,57 0.38 T2000

RYCO is proud to release the new JETSTORM Pressure Washer JS4000 and JS6000 hose families. 

JETSTORM JS4000 and JS6000 are available with a Black cover in sizes 1/4” to 1/2”.

The Synthetic Rubber Black cover is extremely abrasion resistant and is formulated to resist marking. 

An embossed layline provides positive, permanent identification. 

JETSTORM hoses are engineered for high-pressure hot water up to 135°C (275°F) with intermittent service to 
150°C (302°F). Do not use for steam service.

Rated at 280 bar / 4100 psi and 420 bar / 6100 psi, JETSTORM is ideal for cold and hot high-pressure water 
cleaning equipment. 

Use RYCO T2000 Bitelok Non-Skive One Piece Crimp Couplings. 

For additional information please contact RYCO Product Management or your local RYCO representative.

JS4000
JETSTORM 
PRESSURE WASHER 
280 BAR/4100 PSI

JS4000 JETSTORM - PRESSURE 
WASHER HOSE

COUPLING SERIES 
T2000

ONE PIECE
PART NO HOSE SIZE

NOMINAL
HOSE ID

NOMINAL
HOSE OD

MAXIMUM 
WORKING 

PRESSURE

MINIMUM 
BURST 

PRESSURE

MINIMUM 
BEND 

RADIUS
AVERAGE 
WEIGHT

Hose DN Dash mm inch mm inch bar psi bar psi mm inch kg/m lb/ft NON-SKIVE
JS4004 6 -04 6,3 1/4 11,4 0.45 280 4100 840 12300 50 2.0 0,17 0.11 T2000
JS4005 8 -05 7,9 5/16 13,7 0.54 280 4100 840 12300 55 2.2 0,23 0.15 T2000
JS4006 10 -06 9,5 3/8 14,9 0.59 280 4100 840 12300 65 2.6 0,26 0.17 T2000
JS4008 12 -08 12,7 1/2 19,4 0.76 280 4100 840 12300 90 3.6 0,36 0.24 T2000
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JS4000B/G
JETSTORM 
PRESSURE WASHER 
280 BAR/4100 PSI

JS4000 JETSTORM - PRESSURE WASHER 
HOSE

COUPLING SERIES 
T2000

ONE PIECEPART NO HOSE SIZE
NOMINAL
HOSE ID

NOMINAL
HOSE OD

MAXIMUM 
WORKING 

PRESSURE

MINIMUM 
BURST 

PRESSURE

MINIMUM 
BEND 

RADIUS
AVERAGE 
WEIGHT

Hose DN Dash mm inch mm inch bar psi bar psi mm inch kg/m lb/ft NON-SKIVE
JS4004B JS4004G 6 -04 6,3 1/4 11,4 0.45 280 4100 840 12300 50 2.0 0,17 0.11 T2000
JS4005B JS4005G 8 -05 7,9 5/16 13,7 0.54 280 4100 840 12300 55 2.2 0,23 0.15 T2000
JS4006B JS 4006G 10 -06 9,5 3/8 14,9 0.59 280 4100 840 12300 65 2.6 0,26 0.17 T2000
JS4008B JS4008G 12 -08 12,7 1/2 19,4 0.76 280 4100 840 12300 90 3.6 0,36 0.24 T2000

JS6000B/G
JETSTORM 
PRESSURE WASHER
420 BAR/6100 PSI

JS6000 JETSTORM - PRESSURE WASHER 
HOSE

COUPLING SERIES 
T2000

ONE PIECE
PART NO HOSE SIZE

NOMINAL
HOSE ID

NOMINAL
HOSE OD

MAXIMUM 
WORKING 

PRESSURE

MINIMUM 
BURST 

PRESSURE

MINIMUM 
BEND 

RADIUS
AVERAGE 
WEIGHT

Hose DN Dash mm inch mm inch bar psi bar psi mm inch kg/m lb/ft NON-SKIVE
JS6004B JS6004G 6 -04 6,3 1/4 13,2 0.52 420 6100 1260 18300 50 2.0 0,28 0.19 T2000
JS6005B JS6005G 8 -05 7,9 5/16 14,6 0.57 420 6100 1260 18300 55 2.2 0,34 0.23 T2000
JS6006B JS6006G 10 -06 9,5 3/8 16,6 0.65 420 6100 1260 18300 65 2.6 0,41 0.28 T2000
JS6008B JS6008G 12 -08 12,7 1/2 19,6 0.77 420 6100 1260 18300 90 3.6 0,57 0.38 T2000

JETSTORM JS4000B/G and JS6000B/G AFR Release

RYCO is proud to release the new JETSTORM Pressure Washer JS4000B/G and JS6000B/G hose families. 

JETSTORM JS4000 and JS6000 are available with Blue and Grey Animal Fat Resistant (AFR) covers in sizes 1/4” 
to 1/2”; making them ideal for use in food processing industries.

The Synthetic Rubber Blue and Grey covers are Animal Fat Resistant and formulated to resist marking. 

An embossed layline provides positive, permanent identification. 

JETSTORM hoses are engineered for high-pressure hot water up to 135°C (275°F) with intermittent service to 
150°C (302°F). Do not use for steam service.

Rated at 280 bar / 4100 psi and 420 bar / 6100 psi, JETSTORM is ideal for cold and hot high-pressure water 
cleaning equipment. 

Use RYCO T2000 Bitelok Non-Skive One Piece Crimp Couplings. 

For additional information please contact RYCO Product Management or your local RYCO representative.
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