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T2240-0409 Hose Coupling Drop Length Update

JIC T2240 
(T224)

37° FLARE

HOSE  
SIZE

THRD 
SIZE

TUBE 
SIZE

DASH 
SIZE

JIC FEMALE 
90° MEDIUM BEND

DN inch inch inch PART NO CA

Current
 DL

Previous
 DL

6 1/4 9/16 3/8 -0409 T2240-0409 1.02 1.50 1.14

RYCO is pleased to advise that the RYCO T2240-0409 hose coupling Drop Length (DL) now meets the 
relevant SAE and ISO industry standards.

The table below highlights the updated Drop Length (DL) value, which was introduced in 2014.

There is no change to the Cut-Off Allowance (CA) value. 

For any special product requirements or additional information please contact RYCO Product 
Management or your local RYCO representative.

All dimensions are in inches unless otherwise specified.

JIC T2243 
(T224S)

T2280 
(T228)

37° FLARE

HOSE  
SIZE

THRD 
SIZE

TUBE 
SIZE

DASH 
SIZE

JIC FEMALE 
90° SHORT BEND

JIC FEMALE 
90° LONG BEND

DN inch inch inch PART NO CA  DL PART NO CA  DL

6 1/4 9/16 3/8 -0409 T2243-0409 1.06 0.87 T2280-0409 1.85 2.13

Should you require a different Drop Length, we also stock the following Hose Couplings.
The T2243-0409 provides a shorter Drop Length and the T2280-0409 has a longer Drop Length.


