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RY230 EVO PROFESSIONAL WORKSHOP 
BENCHTOP

KEY FEATURES
Crimp force of up to 240 tonnes for 
hoses up to 2”

Easy to use and robust

Radial die movement

High crimping force

Extensive range of dies to suit 
crimping of hydraulic hoses

Easy set up and maintenance

Fast and reliable

Model shown equipped with SCE 
control panel 

SC SCE SCS

TECHNICAL SPECIFICATIONS OPTIONAL
 CAPACITY* NOISE LEVEL
  2wb: 2” max. <70 dB A

4ws: 2” max. MOTOR
4.0 kW

CRIMP RANGE  VOLTAGES
4 - 76 mm (0.157 - 2.992”) 220/240 V, 3Ph, 50 Hz

CRIMP FORCE 380/415 V, 3Ph, 50 Hz

230 t 208/240 V, 3Ph, 60 Hz

OPENING WITH DIES 380/415 V, 3Ph, 60 Hz

+38 mm (+1.496”) Other voltages available on 
requestCOMPLETE OPENING

118 mm (4.645”)  DIMENSIONS
MASTER DIE LENGTH 765 x 400 x 650 mm

100 mm (3.937”) (30 x 16 x 26”)

STANDARD DIES  NET WEIGHT
14, 16, 19, 22, 26, 30, 34, 
39, 45, 51, 57

165 kg (364 lb)

*Indicative capacities depending on hose and fitting type

Maintenance Kit Electrical Footswitch

Die Storage Panel Die Storage Table Die Storage Table EVO

Quick Change 
Gun

Aluminium Quick 
Change Gun

Mechanical 
Backstop

Die Sets for Brake 
& Air Conditioning 

Hoses
Marking Dies

Die Storage Panel 
EVO

CONTROL OPTIONS AVAILABLE ON REQUEST

6ws: 1” 1/4max.
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TRONÇONNEUSES 

POINTS FORTS 
Système de cintrage souple

Coupe perpendiculaire

Coupe nette

Lame ondulée

Récupérateur de débris inclus

Multivoltages

CARACTÉRISTIQUES  TECHNIQUES

ÉQUIPEMENT STANDARD 

CAPACITÉ DIMENSIONS
2wb: 1¼” max.630 x 485 x 650 mm

4ws: 1¼” max.(25 x 19 x 26 “)

VITESSE DE ROTATION COLISAGE 
3000 rpm800 x 600 x 830 mm

  LAME ONDULEE(31 x 24 x 33“)

254 mm (10”) includedPOIDS NET 
DIAM. EXT. MAX42 kg (93 lb)

50 mm (1.969”)POIDS BRUT 
MOTEUR64 kg (93 lb)

2.2 kW

VOLTAGESDimensions pour 
véhicule de service:
488 x 630 x 650 mm 
(19.2 x 24.8 x 25.6“); 
38 kg (84 lb)

220/240 V, 3Ph, 50 Hz

380/415 V, 3Ph, 50 Hz

208/240 V, 3Ph, 60 Hz

380/415 V, 3Ph, 60 Hz
12/24 V aussi disponible 
sur demande 

Lame ondulée

OPTIONS
Récupérateur de débris 

Batterie & Chargeur

S CUT 22 / V CUT 22
TRONÇONNEUSE DE SERVICE
MACHINE D'ETABLI / CAMION DE SERVICE

Lame rainurée

REMARQUES  

WWW.TECHMAFLEX.COM

SERTISSEUSES

SERTISSEUSES 
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H CRIMP 110 ATELIER DE SERVICE MOBILE
SERTISSEUSE MANUELLE

POINTS FORTS

Flexible

Portative & Ultra compact

Robuste (tête étroite protégée)

Positionnement multiple (avec 
plateau amovible)

CARACTÉRISTIQUES  TECHNIQUES OPTIONS 

Kits de 
maintenance

Pompe 
hydropneumatique

CAPACITÉ* JEUX DE MORS STANDARD

2wb: 1” max. 15, 18, 21, 24, 27, 30

4ws:1” max. DIMENSION
SPLAGE DE SERTISSAGE 220 x 222 x 240 mm

4 - 43 mm (0.157 - 1.693”) (7 x 9 x 10”)

FORCE DE SERTISSAGE COLISAGE

110 t 800 x 600 x 830 mm

OUVERTURE AVEC  MORS (31 x 24 x 33”)

POIDS NET

28 kg (62 lb)

POIDS  (TÊTE SEULE)

21 kg (46 lbs)

+20 mm (+0.787”) 

OUVERTURE SANS MORS

59 mm (2.323”)

LONGUEUR PORTE -MORS

60 mm (2.362”)

*En fonction du type des tuyaux et raccords

WWW.TECHMAFLEX.COM

CRIMPING MACHINES

Easy to use and robust

Radial die movement

High crimping force

Extensive range of dies to suit 
crimping of hydraulic hoses

Easy set up and maintenance

Fast and reliable

Model shown equipped with SCE 
control panel 

SCSCESCS

TECHNICAL SPECIFICATIONSOPTIONAL
 CAPACITY*NOISE LEVEL
  2wb: 2” max.<70 dB A

4ws: 2” max.MOTOR
4.0 kW

CRIMP RANGE VOLTAGES
4 - 76 mm (0.157 - 2.992”)220/240 V, 3Ph, 50 Hz

CRIMP FORCE380/415 V, 3Ph, 50 Hz

240 t208/240 V, 3Ph, 60 Hz

OPENING WITH DIES380/415 V, 3Ph, 60 Hz

+38 mm (+1.496”)Other voltages available on 
request COMPLETE OPENING

118 mm (4.645”) DIMENSIONS
MASTER DIE LENGTH765 x 400 x 650 mm

100 mm (3.937”)(30 x 16 x 26”)

STANDARD DIES NET WEIGHT
15, 18, 21, 24, 27, 30, 33, 36, 
39, 42, 45, 48, 51, 57, 62, 
66, 70

165 kg (364 lb)

*Indicative capacities depending on hose and fitting type

Maintenance KitElectrical Footswitch

Die Storage PanelDie Storage TableDie Storage Table EVO

Quick Change 
Gun

Aluminium Quick 
Change Gun

Mechanical 
Backstop

Die Sets for Brake 
& Air Conditioning 

Hoses
Marking Dies

Die Storage Panel 
EVO

CONTROL OPTIONS AVAILABLE ON REQUEST

6ws: 1” 1/4max.

USA & CANADA  +1 866 821 7926         

AUSTRALIA 
+61 1300 
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